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Strength makes quality, quality assures trust.

实力铸就品质，品质保障信赖。

山西新辉活性炭有限公司





活性炭产品概述
    活性炭是一种多孔性含碳物质，

具有高度发达的空隙结构和巨大的比

表面积，因此具有很强的吸附性。活

性炭的孔隙分为微孔，中孔和大孔。

其孔径分别为>2nm，20~200nm，

>200nm。活性炭表面含有多元素含

氧官能团，还可以浸渍化学物质，制

成浸渍活性炭。因此，它既是优良的

吸附剂，也是催化剂，催化剂载体，

广泛应用于工业生产，农业，环境保

护，国防工业，水质净化，医药中间

体与原料中间体的脱色，空气净化等

等诸多方面。

  Activated Carbon  is a porous carbon material. Due  to  its highly developed porous structure and huge specific 

surface area, activated carbon has very strong adsorption capacity. Its pores include micropores（>2nm）, mesopores

（20~200nm） and macropores（>200nm）. There are many oxygen containing functional groups on the surface of 

activated carbon. Thus, it can be used not only as an excellent adsorbent, but also as a catalyst and catalyst carrier. The 

applications of activated carbon are  industry, agriculture, environmental protection, national defence  industry, water 

purification, decolorization of pharmaceutical intermediates and raw material intermediates, air purification, and so on.

型号
Symbol

B K Q D CQ CY

分类
Class

压块炭
Briquetted A.C.

浸渍炭
Impregnated A.C.

球形炭
Pellet A.C.

低灰分炭
Low Ash

Content A.C.

气相成型炭
Vapour Phase
Molding A.C.

液相成型炭
Liquid Phase
Molding A.C.
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Description of Activated Carbon



    山西新辉活性炭有限公司，坐落于中华古都、汾河

之畔的省会城市—太原，是一家有着丰富生产、销售

经验的活性炭和防毒面具的生产企业。工厂位于煤炭

资源丰富的新疆自治区，占地面积�50余亩。目前厂房

20000余平米，分为活化、炭化、分选，仓储及相关配

套设施，其中活化工序采用世界一流的韩国先进技术，

为4台长度为30米的内热式活化转炉，该转炉技术特点

为活化活性炭空隙结构发达，效率高、机械强度好、总

灰分低等特点，全过程电脑控制，人机分离，避免人员

操作得不稳定性，使产品质量稳步提升，年生产活性炭

20000吨以上，得到国内外客户的一致好评。炭化上产

线为4台竖式炭化炉，采用国内先进技术，特点物料自

然下落，避免旋转磨损，很好的提高了产品的强度，及

外观年生产活性炭50000吨以上。分选生产线为2条全

自动分选生产线、及�条除尘磨粉生产线。分选生产线

是目前全国最先进生产线，全过程自动化作业，无人

员直接接触，避免2次污染。全过程为分选、筛分、去

石、除重金属一步完成，所生产的活性炭成品无浮灰，

无杂质、重金属含量低等特点处理能力20000吨以上。

为保证产品第一时间送达到客户手中，更好的服务客

户，目前在山西太原，天津设立两处储存仓库，节约了

运输时间，得到国内外客户的一致好评。

公司简介
Brief Introduction 

    新辉公司依靠完善的销售和服务

网络，将其产品销往国内，日本，韩

国，东亚，东南亚，欧洲，南美洲和

世界其他地区。一直以来，公司秉承

“最好的产品质量、最优的服务态

度”的经营理念，不断探索活性炭的

新技术、提高产品的质量，坚持为全

球各个领域的客户提供不同规格的活

性炭。今后，新辉仍将坚持致力于为

全球客户提供更加优质、便捷的服

务。
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   SHANXI XINHUI ACTIVATED CARBON CO., LTD., which  is  located  in the ancient capital,  riverside of  the 

Fenhe River—Taiyuan City, has rich experiences in production and sales of activated carbon、gas mask .Our 

factory  is  located  in Xinjiang where has rich coal resources , covers an area of more than �50 acres and the 

workshop is above 20000 square meters currently, it contains activation, charring, sorting,storage and related 

facilities, the activation process is adopted world-class Korea technologies with four 30-meters-long internal 

heating converters which has highly developed porous structure,high efficiency,good mechanical strength, low 

ash content etc.,whole process is controlled by computer, man-machine separation so as to avoid operational 

instabilities, keep the quality of product improved incessantly, the annual production is about 20000 tons, we 

win good reputation from all over the world.For the charring process, there are 4 vertical carbonization furnaces 

with the advanced overseas technologies, the material fell down naturally,which avoiding rotating abrasion so 

that to improve the strength and exterior appearance of products, and the annual quantity is above 50000tons.

As for sorting part, there are 2 automatic sorting lines and � dust mill production line.Automatic sorting lines 

is the most advanced line in China, to avoid the secondary pollution, the whole process is automatic without 

personal contact.The overall process of sorting,sieving,stone extracting,heavy metal removing are  in a single 

step so  that  the product without dust,impurity and heavy metals etc., and processing capacity  is above 

20000tons.To guarantee product can be reached to customer at  first  time with better service,we own two 

warehouses  in Taiyuan and Tianjin now so as to save the delivery time, finally we also win the favourable 

comments from both domestic and abroad customers.

  For a long time, Shanxi Xinhui relying on perfect sales and service network, whose products has imported and 

exported to Japan,Korea,east Asia, southeast Asia, Europe, South America and other places of the world,"the 

best quality, the best service" is our business philosophy, and constantly explore new technology, improve the 

quality of our products of activated carbon,adhering to supplying different specifications of activated carbon 

with the global customers  in various fields.  In the future, Shanxi Xinhui will continue to provide more high-

quality and convenient services to our global customers.

公司简介
Brief Introduction 
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工厂全景

工厂全景

先进的生产设备
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原煤堆场

包  装中控室

货运

实验室检验 集装箱



指标
Spec

型号
Type

粒径
Particle size

mm

碘值
Iodine No.

mg/g

水分
Moisture 
content

%

强度
Hardness

%

装填密度
Apparent 
density
g/L

ZJ30 —3.0 300—��50 ≤5.0 ≥90 400—650

ZJ25 —2.5 300—��50 ≤5.0 ≥85 400—650

ZJ20 —2.0 300—��50 ≤5.0 ≥90 400—650

ZJ�5 —�.5 300—��50 ≤5.0 ≥90 400—650

PJ8×�6 2.5—�.25 350—��50 ≤5.0 ≥90 350—550

PJ8×30 2.5—0.6 350—��50 ≤5.0 ≥90 350—550

PJ�2×40 �.6—0.45 350—��50 ≤5.0 ≥90 350—550

BG4×8 4.75—2.5 350—��50 ≤5.0 ≥90 350—550

BG8×�6 2.5—�.25 350—��50 ≤5.0 ≥90 350—550

BG8×30 2.5—0.6 350—��50 ≤5.0 ≥90 350—550

BG�2×40 �.6—0.45 350—��50 ≤5.0 ≥90 350—550

FJ�54 —0.�54 300—�050 ≤5.0

FJ074 —0.074 300—�050 ≤5.0

FJ045 —0.045 300—�050 ≤5.0

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

水处理用煤质活性炭
Coal-based Activated Carbon for Water Treatment
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脱硫脱硝用煤质活性炭
Coal-based Activated Carbon for Desulfurization and Denitrification

指标
Spec

型号
Type

粒径
Particle 
size
mm

碘值
Iodine
No.
mg/g

堆积重
Bulk 

density
g/L

脱硫值
Desulfurization

g/L

脱硝率
Denitrification

%

耐磨强度
Abrasive 
resistance

%

耐压强度
Compressive

strength
kgf

ZL�00 —�0.0 350—450 —580 ≥20 ≥40 ≥97 ≥35

ZL50 —5.0 350—450 —580 ≥20 ≥40 ≥97 ≥35

PL3×5 3—5 350—450 —580 ≥20 ≥40 ≥97 ≥35

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical size

mm

饱和硫容量
Saturated sulfur 

capacity
mg/g

水分
Moisture 
content

%

强度
Hardness

%

装填密度
Apparent 
density
g/L

ZL40 —4.0 800—900 ≤ 5.0 ≥ 90 450—550

ZL30 —3.0 800—900 ≤ 5.0 ≥ 90 450—550

ZL�5 —�.5 800—900 ≤ 5.0 ≥ 90 450—550

脱硫用煤质活性炭
Coal-based Activated Carbon for Desulfurization

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.
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回收溶剂用煤质活性炭
Coal-based Activated Carbon for Solvent Recovery

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical size

mm

四氯化碳吸附率
C.T.C
%

水分
Moisture content

%

强度
Hardness

%

装填密度
Apparent density

g/L

ZH40 —4.0 50—�20 ≤ 5.0 ≥ 90 350—550

ZH30 —3.0 50—�20 ≤ 5.0 ≥ 90 350—550

ZH�5 —�.5 50—�20 ≤ 5.0 ≥ 90 350—550

净化空气用煤质活性炭
Coal-based Activated Carbon for Air Purification

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical size

mm

四氯化碳吸附率
C.T.C
%

水分
Moisture content

%

强度
Hardness

%

装填密度
Apparent density

g/L

DK40 —4.0 50—�20 ≤ 3.0 ≥ 90 350—650

DK30 —3.0 50—�20 ≤ 3.0 ≥ 90 350—650

DK�5 —�.5 50—�20 ≤ 3.0 ≥ 90 350—650
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触媒载体用煤质活性炭
Coal-based Activated Carbon for Catalyst Carrier or Catalyst

指标
Spec

型号
Type

粒径
Partical size

mm

四氯化碳吸附率
C.T.C
%

水分
Moisture content

%

强度
Hardness

%

装填密度
Apparent density

g/L

ZZ40 —4.0 50—�20 ≤ 5.0 ≥ 90 400—600

ZZ30 —3.0 50—�20 ≤ 5.0 ≥ 90 400—600

ZH25 —2.5 50—�20 ≤ 5.0 ≥ 90 400—600

ZZ20 —2.0 50—�20 ≤ 5.0 ≥ 80 450—530

ZZ�5 —�.5 50—�20 ≤ 5.0 ≥ 85 450—530

ZZ09 —0.9 50—�20 ≤ 5.0 ≥ 73 450—5�0

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

防护用煤质活性炭
Coal-based Activated Carbon for Protection

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical
size
mm

苯蒸汽防护时间
Benzene
service life

min

氯乙烷蒸汽
防护时间

Ethyl chloride
service life

min

水分
Moisture
content

%

强度
Hardness

%

装填密度
Apparent 
density
g/L

ZX�5 —�.5 25—70 20—55 ≤ 5.0 ≥ 90 430—650

DX09 —0.9 25—70 20—55 ≤ 5.0 ≥ 85 430—650
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高效吸附用煤质活性炭
Coal-based Activated Carbon for High Efficient Adsorption

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical size

mm

碘值
Iodine No.

mg/g

四氯化碳吸附率
C.T.C
%

水分
Moisture 
content

%

强度
Hardness

%

装填密度
Apparent 
density
g/L

DX40 —4.0 800—��00 50—�20 ≤ 5.0 ≥ 90 300—550

DX30 —3.0 800—��00 50—�20 ≤ 3.0 ≥ 90 300—550

DX�5 —�.5 800—��00 50—�20 ≤ 3.0 ≥ 90 300—550

垃圾焚烧用煤质活性炭
Coal-based Activated Carbon for Garbage Burning

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical size

mesh

碘值
Iodine No.

mg/g

堆积重
Bulk density

g/L

水分
Moisture content

%

FQD-� �00 300—�050 320—600 ≤ 5.0

FQD-2 200 300—�050 ≤ 450 ≤ 5.0

FQD-3 300 300—�050 360—400 ≤ 5.0

FQD-I 300 ≥ �000 250—400 ≤ 5.0

�0



变压吸附用煤质活性炭
Coal-based Activated Carbon for Pressure-swing Adsorption

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical size

mm

碘值
Iodine No.

mg/g

四氯化碳吸附率
C.T.C
%

水分
Moisture 
content

%

强度
Hardness

%

装填密度
Apparent 
density
g/L

ZK-3060 —3.0 850—��50 50—�20 ≤ 5 ≥ 96 490—530

ZK-�560 —�.5 850—��50 50—�20 ≤ 5 ≥ 90 490—530

指标
Spec

型号
Type

粒径
Partical size

mm

防护一氧化碳时间
Against CO

min

其他
Other

KZ20-3C 2.0 ≥80
与KH�3 配用（干燥剂）

Be used with KH�3(desiccant)

KZ�5-3A �.5 ≥80
与KH�3 配用（干燥剂）

Be used with KH�3(desiccant)

KH20 2.0 ≥60
60 分钟CO 透过量

CO penetration rate per hour ≤ 0.025%
积累量cumulant ≤ 380 ml

KH�3 �.3 ≥60
60 分钟CO 透过量

CO penetration rate per hour ≤ 0.025%
积累量Cumulant ≤ 380 ml

防护一氧化碳用催化剂及干燥剂
Catalyst for Protecting Against CO and Desiccant

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.
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黄金提取用椰壳活性炭 Coconut Shell-based Granular Activated Carbon for Gold mining

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical size

mm

碘值
Iodine No.

mg/g

四氯化碳吸附率
C.T.C
%

水分
Moisture
content

%

强度
Hardness

%

装填密度
Apparent
density
g/L

PN-6×�2 3.5—�.6 ≥ �000 ≥ 60 ≤ �0 ≥ 90 300—450

PN-8×�6 2.5—�.2 ≥ �000 ≥ 60 ≤ �0 ≥ 90 300—450

�2

指标
Spec

型号
Type

堆积重
Bulk 

density
g/L

灰分
Ash

content
%

强度
Hardness

%

四氯化碳
吸附率
C.T.C
%

碘值
Iodine
No.
mg/g

亚甲蓝值
Methyl
blue
mg/g

比表面积
BET
m2/g

孔容
Pore 

volume
cm3/g

孔径
Pore dia.

nm

Q-� 578 �.� 99.2 93.8 ��98 330 �362.67 0.7�73 2.29

Q-2 506 0.6 97.8 �00.� ��58 340 �426.8 0.79�7 2.53

沥青球形活性炭 Pitch-based Pellet Activated Carbon

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

成型炭 Molding Activated Carbon

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

碘值
Iodine No.

mg/g

工作压力
Working
pressure
KPA

压降水流量
Pressure

precipitation
flow
KPA

工作温度
Operating

temperature
℃

比表面积
BET
m2/g

水流阻力
（25mm 炭层下）
Flow resistance

(Under 25mm coal 
bed)
KPA

C.T.C
%

XH-CQ 500—�400 200—�000 -50—200 500—�500 35—�20

XH-CY 500—�400 200—�000
20—�00 KPA per

�—4 L/min
-50—200 500—�500 20—�50 35—�20



防护用浸渍活性炭

Impregnated Activated Carbon for Protection

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Partical
size
mm

防护时间Service life (min)

氯乙烷
C2H5Cl

氢氰酸
HCN

氯化氰
（干）

CICN (dry)

氯化氰
（湿）

CICN (wet)

硫化氢
H2S

其他
Other

KZ�5-� �.5 ≥ 28 ≥ 45 ≥ 28 ≥ 30

KZ�5-2 �.5 ≥ 25 ≥ 36
防苯蒸汽

Protect against benzene ≥ 40

KZ09-� 0.9 ≥ 27 ≥ 45 ≥ 40 ≥ 23

KZ09-2 0.9 ≥ 27 ≥ 45 ≥ 40 ≥ 23

KZ09-6 0.9 ≥ 20
防苯蒸汽

Protect against benzene ≥ 80

KZ09-8 0.9 ≥ 25

KZT09 0.9 ≥ 27 ≥ 45 ≥ 40 ≥ 30

超级电容炭

Activated Carbon for EDLC

备注：可按用户的特殊要求供货。

Our products can be provided according to customers' requirements.

指标
Spec

型号
Type

粒径
Particle Size
d50μm

电容量
Capacitance

F/g

灰分
Ash content

%

水分
Moisture
content

%

比表面积
BET
m2/g

装填密度
Apparent
density
g/ml

PH

XH-00�W �0—�� ≥270 ≤ 0.4 6.0 ≥�800 0.36—0.45 5—7

XH-002O 8—�� ≥�60 ≤ 0.3 3.0 ≥2300 0.30—0.36 6.5—�0

�3



SHANXI XINHUI ACTIVATED CARBON CO.,LTD.

山西新辉活性炭有限公司


