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Use: Membrane filtraion
3Capacity: 1.5 - 4.0 m/h per module

Dimension: 20cm x 152cm per module
Module material: Polymeric

3System capacity : 2 - 100 m /h
System: complete

Housing/casing for Pressurized module
Dimension: 20cm x 152cm

 

Use:  

Use: Membrane filtraion
3System Capacity: 2 - 100 m /h 

Dimension: 8 stacks/unit system
System:  complete

organic  synergy

Use: Membrane filtraion
3Capacity: 1 - 2 m /h per module

Dimension: 56cm x 36cm x 14.3cm
Models: CS36, CS46
Module material: Ceramic 
Type: Submersible 

Use: Membrane filtration
3Capacity: 1 - 2 m /h per module

Dimension: 56cm x 36cm x 14.3
Model: CP42
Module material: Ceramic
Type: Pressurized

Uses:        Filtration & UV disinfection
Module:    HPC89-104P
Plug:         Europe 2-pin

3Flow Capacity: 0.2 m /h 



Uses:        UV Disinfection
Module:    SDB/2P-4D-T5925
Power:      110W
Plug:         Europe 2-pin

3Flow Capacity: 5 m /h 

Uses:        UV Disinfection
Module:    SDB/1P-4D-T5925L
Power:      55W
Plug:         Europe 2-pin

3Flow Capacity: 2.5 m /h 

Uses:        UV Disinfection
Module:    SDE/1P-4D-T5925
Power:      16W
Plug:         Europe 2-pin
Flow Capacity: 0.4 m /h 

Use:         UV Disinfection
Module:   SDBC-DD220
Power:     220W
Plug:        Europe 2-pin
Working Pressure: 10 bar

3 3Flow Capacity: 15 m /h - 32 m /h 
 

Use:         UV Disinfection
Module:   SDB/12P-4D-T5925
Power:     660W
Plug:        Europe 2-pin

3Flow Capacity: 32 m /h 
 

Use:         UV Disinfection
Module:    SDB/8P-4D-T5925
Power:     440W
Plug:        Europe 2-pin

3Flow Capacity: 20 m /h 
 

Use:         UV Disinfection
Module:   SDS/4P-4D-T5925
Power:     220W
Plug:        Europe 2-pin

3Flow Capacity: 10 m /h   
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