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Greater resistance, 
our formula

The earth,
      our best investment



greater resistance, our formula

Column pipes for submersible pumps

Column pipes 
especially designed for 
submersible pumps
They are capable of withstanding not 
only the internal hydrostatic pressure 
and the weight of the pump, but also the 
pressure and weight originated by the 
water column.

- A perfect joint of pipes is guaranteed 
thanks to flanged connections with 
stainless steel reinforcements.

Polyethylene advantages
• Long lasting
• Easy handling and transport
• Especially suitable for acid, alkaline or 

with a high degree of salinity water
• Low head loss due to friction
• High resistance to abrasion
• Avoids erosion, even with waters 

containing large quantities of sand
• High resistance to impacts and water 

hammer
.

Maximum supported weight
Ø Nominal Maximum supported 

weight (kg) using a crane Breaking point (kg)Inches mm
2” 63 1.350 2.080
2” 63 1.350 2.080
2” 63 1.350 2.080
2 1/2” 75 1.920 2.950
2 1/2” 75 1.920 2.950
2 1/2” 75 1.920 2.950
3” 90 2.770 4.250
3” 90 2.770 4.250
3” 90 2.770 4.250
4” 110 4.140 6.350
4” 110 4.140 6.350
4” 110 4.140 6.350
5” 140 6.720 10.300
5” 140 6.720 10.300
5” 140 6.720 10.300
6” 160 8.740 13.383
6” 160 8.740 13.383
6” 160 8.740 13.383
8” 200 13.700 20.989
8” 200 13.700 20.989
8” 200 13.700 20.989

Details of dimensions and weight
Ø Nominal Ø ext Flange Pipe Length Weight
Inches mm mm m kg (approx.)
2” 63 102 3.00 3.79
2” 63 102 6.00 6.97
2” 63 102 9.00 10.15
2 1/2” 75 122 3.00 5.50
2 1/2” 75 122 6.00 9.94
2 1/2” 75 122 9.00 14.38
3” 90 138 3.00 7.65
3” 90 138 6.00 14.07
3” 90 138 9.00 20.49
4” 110 158 3.00 11.15
4” 110 158 6.00 20.66
4” 110 158 9.00 30.17
5” 140 188 3.00 18.32
5” 140 188 6.00 33.71
5” 140 188 9.00 49.10
6” 160 212 3.00 23.95
6” 160 212 6.00 44.17
6” 160 212 9.00 64.39
8” 200 268 3.00 38.52
8” 200 268 6.00 70.02
8” 200 268 9.00 101.52

They are manufactured in polyethylene PE100 PN16
Saleplas’ column pipes are a clear example of the technological 
development and quality control that are integrated in the company

Handle

Pressure gauge ¾” F.T.

Drilling pipe

Submersible pump

Stainless steel 
adaptor pump M.T. 
Submersible flanged 
column

Column pipe for 
submersible pump

Fixing plate column

Wellhead 
flanged bend

Modular system 
& custom manufacturing

Saleplas® flanged connection

Total watertightness thanks to 
its optimal fixing


